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Betamotor S.p.A.
Pian dell’lsola, 72

motorcycles 50067 Rignano Sull’Arno (Firenze - Italia)
MODEL SECTION 1 MASSES 3.2.15 Exhaust emissions measured according to :  (EU)N0.134/2014-(EU)N0.2018/295A2
COMPLETE VEHICLES 2.1.1 Mass of the vehicle in running order: 128 Kg 3.2.15.1 Type | test: tailpipe emissions after cold start, including the deterioration factor,
EC CERTIFICATE OF CONFORMITY 2.1.2 Actual mass: 203 Kg if applicable:
The undersigned : BERTI EMANUELE 213 Technically permissible maximum laden mass: 286 Kg CO: 464,000 mg/Km NOx: mg/Km
Hereby certifies that the following vehicle: 2.13.1  Technically permissible maximum mass on front axle: 111 Kg HC: mg/Km THC+NOX: 48,000 mg/Km
Onls Make: BETA 2.1.3.2  Technically permissible maximum mass on rear axle: 175 Kg NMHC: mg/Km PM: mg/Km
0.2. Type: EJ POWERTRAIN 3.2.15.2 Type |l test: tailpipe emissions at (increased) idle
0.2.1 Variant: 16 3.1.11  Engine manufacturer: HC: 9,000 ppm/Km at normal idling speed  CO: 0,001  %vol at normat idling speed
0.22 Version: Cc Betamotor S.p.A - 1-50067 Rignano sull Arno (Fi) HC: 6,000 ppm/Km at high idling speed CO: 0,001 %ol at normal high speed
0.23 Commercial name: NA 3.1.1.2  Engine type as marked on the engine: ZD3E6-16 3.2.15.3 Corrected value of absorption coefficient: NA mg/Km
0.3 Category, subcategory and subcategary of vehicle: L3e-A2E 3.2.1.2  Working principie: ENVIRONMENTAL PERFORMANCE
0.4 Company name and address of the manufacturer: internal combustion engine Pt 4.03 Emissions CO2: 79,000 g/Km
BETAMOTOR S.P.A. Via Pian dell isola, 72 50067 | Rignano sull Armo(Firenze) Italy 3.2.1.4.1 Number of cylinders: 1 4.0.2 Fuel consumption: 3,300 /100 Km
0.4.2 Name and address of manufacturer's autorised representative (if any): 3.2.1.4.2 Arrangement of cylinders: Single cylinder 4.0.4 Energy consumption: 0 Wh/1Km
N/A 3.2.1.5  Cylinder capacity: 386.00 cr® 4.0.5 Electric range: 0Km
0.5.1 Location of the statutory plate: 1.9 Maximum net power or maximum continuous rated power/mass of the vehicle CONVERSION OF THE PERFORMANCE OF THE VEHICLE
R, x 385,y 11,21050 in running arder: 8.1 Vehicle appropriate for converting its performance level between subcategories
0.52 Method of attachment of the statutory plate: kW 13.70 at 5500 min{T} (L3e/L4e)-A2 e (L3e/L4e)-A3 and vice versa:  No
adhesive ultra-indestructible plate 1.10 Ratio maximum net power/mass of the vehicle
0.6 Location of the vehicle identification number on the chassis: in running order: 0,11 (kW/Kg) ADDITIONAL INFORMATION
R, x 385, y 20, 2 1050 3.2.3.1  Fuel: Petrol ES 5.1 Remarks:
1. Vehicle identification number:  2D3EJ16C1SON 3232  Vehicle fuel combination: N/A
conforms in ali respects to the type described in EC type-approval 3.2.3.2.1 Maximum amount of bio-fuel acceptable in fuel: N/A by volume
- EC Type-approval number: e5*168/2013*00274*00 MAXIMUM SPEED
- dated : 25/10/2024 1.8 Maximum speed: 112,00 Km/h
. DRIVE-TRAIN AND CONTROL
The vehicle can be permanently registered without requiring any further 3.539  Transmission (type): Manual Fiscal power or national code number(s):
approvals, for driving on the right/left and for using metric and imperiaf 354 Gear ratios: 1. 0,430 2. 0,1970 3. 0,2500 italy : OAZD352ESTO1
units for the speedometer. 4. 0,3070 5. 0,3680 6. 0,4300 France : CNIT:L3EBETM1000U434 NPA:5
Rignano sull’Arno (Firenze) Itaty 27/05/2025 3.5.4.1 - Final drive matio: 0,2650 Spain
(place) (date) 3.5.4.2  Total gear ratio in the highest gear: 0,1140 Belgium :
Technical authorized to sign the DETALALION OF TYRES TR ;
6.18.1.1 Type size designation: Luxembourg :
declaration of conformity Axle1: 80/100-21 54 M 21X1.6 150kPa or 80/100-21 54 R 21X1.6 150kPa or 90/90-21 Denmark :
54 M 21X1.6 150kPa or 90/90-21 54 R 21X1.6 150kPa Netherlands :
gnaturs) (position) Axle2; 130/90-18 70 R 18X2.15 200kPa or 140/80-18 70 M 18X2.15 200kPa MHMMm_A._:m ra
MODEL A SECTION 2 Minimum Load Capacity Index: Axlet: 34 Axle2: 49 Trelang
GENERAL CONSTRUCTION CHARACTERISTICS Minimum Speed Category Symbol: K Portugal :
1.3 Number of axies: 2 and wheels: 2 BODYWORK Aisia:
=31 Axles with twinned wheels; A 6.16.1 Number of seating positions: 1 SiTaten
1.3.2 Powered axles rear axel COUPLIUNG DEVICES Finland :
6.2.4 Advanced braking system: NON 7.2.8 Approval mark of coupling device, if fitted:  N/A
MAIN DIMENSIONS ENVIRONMENTAL PERFORMANCE
2.21 Length: 2270 mm 4.0.1 Environmental steps: EURO5+
222 Width: 830 mm 4.0.6 Sound level measured according to:  UNECE R41.05
223 Height: 1290 mm 4.0.6.1 Stationary: 94.00 dB(A)  at engine speed: 2750 min3d? 9.2 Exemptions:
224 Wheel base: 1490 mm 4,0.6.2 Drive-by: 77.00 dB(A)
2.2.10.6  Ground clearance between the axles: 350 mm 4.06.3  Limit value for L urbar: 77.00 dB(A)

2.2.17  Seat height: 960 mm






